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Technical specifications
1. Minimum technical requirements

[bookmark: _Hlk180072473]The Contracting Authority for the small-scale public contract entitled “SWIR camera for spectral range 1000-2000 nm II.'' has specified in column C a range of required values. The parameters so specified must be met, i.e. the equipment offered by the bidder (supplier) must meet at least this required value (a wider range is acceptable if it covers required value). 
 
The bidder is obliged to complete the column D and to indicate whether the offered equipment meets the given requirement and the parameters. If all technical requirements are not met, the bid (bidder) will be excluded from further participation in the procurement procedure. 



I. SWIR camera for spectral range 1000-2000 nm 

	A – 
No. of requirement
	B - Description of requirement
	



C - Required value
	D - The bidder is obliged to provide whether his offered equipment fulfills the requirement or not, to write the parameters of his offered equipment, and to insert a specific reference to the technical specification of his offered equipment

	1.1.
	Sensor format: 
	

1920x1080 pixels or more
	[Yes/No]
[parameters of the offered equipment]
[link to a technical specification]

	1.2.
	
Spectral range:
	

1000-2000 nm or wider
	[Yes/No]
[parameters of the offered equipment]
[link to a technical specification]

	1.3.
	Bit depth: 
	
14 bit or better
	[Yes/No]
[parameters of the offered equipment]
[link to a technical specification]

	1.4.
	Frame rate: 
	
≥ 25 fps at 14 bit resolution
	[Yes/No]
[parameters of the offered equipment]
[link to a technical specification]

	1.5.
	Shutter
	
Global
	[Yes/No]
[link to a technical specification]

	1.6.
	Dynamic range
	
≥60 dB
	[Yes/No]
[parameters of the offered equipment] 
[link to a technical specification]

	1.7.
	Lens mount: 
	
C mount or M42 mount
	[Yes/No]
[parameters of the offered equipment] 
[link to a technical specification]

	1.8.
	Camera lens:
	
Spectral range 1000-2000 nm, working distance ≥ 0.3 m, FOV≥0.4 x 0.3m at a distance 1 m, compatible with the camera


	[Yes/No]
[parameters of the offered equipment] 
[link to a technical specification]

	1.9.
	Interface:
	
GigE or USB3
	[Yes/No]
[parameters of the offered equipment] 
[link to a technical specification]

	1.10.
	SDK for Python, C++, or LabVIEW
	
yes
	[Yes/No]
[parameters of the offered equipment] 
[link to a technical specification]
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